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II 2 G Ex ia IIC Gb
II 2 D Ex ia IIIC Db
(Tamb = -40  C to +204  C)

ITS03ATEX 21357U

EN 60079-0:2009 General Requirements
EN 60079-11:2007 Equipment protection by intrinsic safety “i”
EN 61241-11:2006 Protection by intrinsic safety “iD”

Intertek Testing and Certifi cation Limited, Leatherhead, Surrey, UK.

FULFILLS THE REQUIREMENTS OF DIRECTIVE 2014/34/EU (ATEX) FOR: 
Equipment or protective system intended for use in potentially explosive atmospheres.
Conformity assessment performed by Notifi ed Body no. 0359,
Intertek Testing and Certifi cation Limited, Leatherhead, Surrey, UK.

BURST DISC INDICATOR (B.D.I.®):   Sizes 25mm through 900mm (1 inch through 36 inches)
 Marked:  II 1 G Ex ia IIC Tx Ga
   II 1 D Ex ia IIIC Tx Da
                                                                 I M1     Ex ia I Ma
   (Tamb = -40° C ≤ Ta ≤ +204° C)

           EC Type Examination Certifi cate:    ITS13ATEX27734X

THE MAXIMUM INTRINSICALLY SAFE INPUT PARAMETERS ARE AS FOLLOWS:

Ui = 24V dc
Ii = 50 mA
Pi = 0.3W

THE EQUIVALENT PARAMETERS ARE:

Ci = 0
Li = 0

SPECIAL CONDITIONS FOR SAFE USE:

1.  Temperature Class of the BDI sensor is marked as Tx, since the surface temperature is controlled
     by the process temperature being monitored.  The sensor itself exhibits negligible temperature rise.
2.  When located in an area requiring EPL Ga / Category 1G (e.g. Zone 0) hazardous area, the user
     shall ensure that electrostatic charging of the non-metallic parts cannot occur.
3.  When provided with terminations by means of fl ying leads, these shall be terminated in an
     appropriately protected terminal box.
4.  When installed, the BDI strip shall be provided with an IP rating of IP20 as a minimum.
5.  For Group I applications, the BDI strip and terminations shall be protected to IP54 or better.



IN MM ASME DIN JIS FT•LB N•m IN MM ASME DIN JIS FT•LB N•m

1 25 150 -- -- 35 47 4 100 150 -- -- 65 88

1 25 -- 10/16 -- 33 45 4 100 -- 10/16 10 66 89

1 25 -- -- 10/20 44 60 4 100 -- -- 16/20 82 111

1 25 300/600 -- -- 65 88 4 100 300 -- -- 120 163

1 25 -- 25/40 -- 49 66 4 100 -- 25/40 -- 126 171

1 25 -- 63/100 30/40 66 89 4 100 -- -- 30 139 188

1 25 900/1500 -- -- 180 244 4 100 600 -- -- 180 244

1 25 -- 160 -- 130 176 4 100 -- -- 40 178 241

1 25 -- 250 -- 162 220

6 150 150 -- -- 120 163

1-1/2 40 150 -- -- 35 47 6 150 -- 10/16 10 126 171

1-1/2 40 -- 10/16 10/20 44 60 6 150 -- -- 16/20 92 125

1-1/2 40 300/600 -- -- 120 163 6 150 300 -- -- 120 163

1-1/2 40 -- 25/40 -- 101 137 6 150 -- 25/40 -- 227 308

1-1/2 40 -- 63/100 30/40 126 171 6 150 -- -- 30 151 205

1-1/2 40 900/1500 -- -- 260 352 6 150 600 -- -- 275 373

1-1/2 40 -- 160 -- 205 278 6 150 -- -- 40 260 352

1-1/2 40 -- 250 -- 246 334

8 200 150 -- -- 130 176

2 50 150 -- -- 65 88 8 200 -- 10 -- 136 184

2 50 -- 10/16 10 66 89 8 200 -- 16 10 91 123

2 50 -- -- 16/20 33 45 8 200 -- -- 16/20 100 136

2 50 300/600 -- -- 65 88 8 200 300 -- -- 180 244

2 50 -- 25/40 -- 131 178 8 200 -- 25 30 194 263

2 50 -- -- 30/40 66 89 8 200 -- 40 -- 219 297

2 50 -- 63 -- 164 222

2 50 -- 100 -- 197 267 10 250 150 -- -- 185 251

2 50 900/1500 -- -- 180 244 10 250 -- 10 -- 166 225

2 50 -- 160 -- 389 527 10 250 -- -- 10 183 248

2 50 -- 250 -- 194 263 10 250 -- 16 16/20 200 271

10 250 300 -- -- 275 373

3 80 150 -- -- 65 88 10 250 -- 25 -- 390 529

3 80 -- 10/16 10 33 45 10 250 -- 40 30 433 587

3 80 -- -- 16/20 41 56

3 80 300/600 -- -- 120 163 12 300 150 -- -- 185 251

3 80 -- 25/40 -- 101 137 12 300 -- 10 -- 166 225

3 80 -- 63 30/40 126 171 12 300 -- -- 10 137 186

3 80 -- 100 -- 151 205 12 300 -- 16 -- 200 271

3 80 900 -- -- 180 244 12 300 -- -- 16/20 150 203

3 80 -- 160 -- 194 263 12 300 300 -- -- 375 508

12 300 -- 25 -- 354 480

12 300 -- -- 30 394 534











HEADQUARTERS // 
3160 W. Heartland Drive
Liberty, MO 64068 USA
Ph (816) 792-1500
Fax (816) 792-2277
sales@contdisc.com
www.contdisc.com


